
CITY OF AUSTIN, TEXAS
AUSTIN WATER UTILITY

 Sep 27, 2016 - 11:26am N:\STANDARD\GN-AUS-COVER.dwg

02515

FOUR POINTS ELEVATED
RESERVOIR IMPROVEMENTS

SITIO DEL RIO

BLVD

CITY OF AUSTIN



“ ”
“ ”

“ ”

“ ”





































STATEMENT OF SPECIAL INSPECTION PER IBC 2012, CHAPTER 17

PER SECTION 1705 OF THE 2012 INTERNATIONAL BUILDING CODE, THE FOLLOWING

IS A LIST OF THE REQUIRED SPECIAL INSPECTIONS APPLICABLE FOR THIS PROJECT :

2012 IBC SECTION TYPE OF SPECIAL INSPECTIONS AND EXTENT

1705.2 STEEL CONSTRUCTION

APPLICABLE

APPLICABLE

NON

STRUCTURAL

NON

STEEL CONSTRUCTION OTHER THAN

STRUCTURAL STEEL

1705.2.2

1705.2.2.1.1
COLD-FORMED WELDING INSPECTION

1705.2.2.1.2 REINFORCING STEEL WELDING INSPECTION

1705.2.2.2

COLD-FORMED STEEL TRUSSES SPANNING

60 FEET OR GREATER

1705.3 CONCRETE CONSTRUCTION

1705.4 MASONRY CONSTRUCTION

1705.5 WOOD CONSTRUCTION

1705.6 SOILS

1705.7 DRIVEN DEEP FOUNDATIONS

1705.8 CAST-IN-PLACE DEEP FOUNDATIONS (PIERS)

1705.9 HELICAL PILE FOUNDATIONS 

1705.10 SPECIAL INSPECTION FOR WIND RESISTANCE

SPECIAL INSPECTION FOR SEISMIC

RESISTANCE

1705.11

TESTING AND QUALIFICATION FOR SEISMIC

RESISTANCE

1705.12

1705.13 SPRAYED FIRE-RESISTANCE MATERIALS

MASTIC AND INTUMESCENT FIRE-RESISTANT

COATINGS

1705.14

EXTERIOR INSULATION AND FINISH SYSTEMS/

WATER-RESISTIVE BARRIER COATING

1705.15

FIRE-RESISTANCE PENETRATIONS AND

JOINTS

1705.16

1705.17 SPECIAL INSPECTION FOR SMOKE CONTROL

PER CHAPTER 17 OF THE 2012 INTERNATIONAL BUILDING CODE, THE FOLLOWING IS A LIST OF ADDITIONAL SPECIAL

INSPECTIONS APPLICABLE TO THIS PROJECT * :

2012 IBC SECTION TYPE OF SPECIAL INSPECTIONS AND EXTENT

1706 DESIGN STRENGTH OF MATERIALS

APPLICABLE

APPLICABLE

NON

DETAILS

1707 ALTERNATIVE TEST PROCEDURES

1708 TEST SAFE LOAD

1709 IN-SITU LOAD TESTS

1710 PRECONSTRUCTION LOAD TESTS

1711 MATERIAL AND TEST STANDARDS

INSPECTION / ASSURANCE

AISC 360

IBC TABLE 17052.2

AWS D1.3

AWS D1.4 AND ACI 318

INDICATED IN SECTION

IBC TABLE 1705.3

INSPECTION: TMS 420/ACI 530/ASCE 5

ASSURANCE: TMS 620/ACI 530.1/ASCE 6

INDICATED IN SECTION

INDICATED IN SECTION

INDICATED IN SECTION

INDICATED IN SECTION

INDICATED IN SECTION

INDICATED IN SECTION

INDICATED IN SECTION

INDICATED IN SECTION

INDICATED IN SECTION

AWCI 12-B

INDICATED IN SECTION

& ASTM E2570

INDICATED IN SECTION

INDICATED IN SECTION

* ADDITIONAL SPECIAL INSPECTIONS PER 2012 IBC SHALL ALSO BE REQUIRED FOR PROPOSED WORK THAT IS,  

IN THE OPINION OF THE BUILDING OFFICIAL, UNUSUAL IN NATURE.
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4-12

4-12
1/8

NAIL @ 2'-0" OC. CUT

OFF AND GRIND SMOOTH

ALTERNATE DETAIL

NOTES:

1. 

2. 

3.

FORMS

4.

5.

ANGLE OR

EXTRUSION

1/4

1/4

1/2" DIA ROD ANCHOR

LOCATED 6" FROM EACH

END OF REBATE, AT 2'-0"

2"

6"

2"

6.

LESS THAN TWO PER SIDE

MAX SPACING, AND NOT

* = DIMENSION AS REQUIRED BY GRATING MANUFACTURER.

COAT ALL ALUMINUM IN CONTACT WITH CONCRETE PER SPECIFICATIONS.

REBATE MAY BE EXTRUDED, SUBJECT TO ENGINEER'S ACCEPTANCE.

ANGLE AND BEARING PLATE SHALL BE 1/4" MIN THICK.

REBATE ANGLE TO BE CONTINUOUS AROUND ENTIRE OPENING.

REBATE ANGLE AND PLATE MATERIAL SHALL MATCH GRATING MATERIAL

AFTER FORM REMOVAL.

EMBED

GRATING REBATE

(IE  USE SS ANGLE, PLATE AND ROD ANCHORS TO SUPPORT GRATING 

CALLED OUT AS SS GRATING, ETC).












































